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- MATERIAL SAFETY DATA SHEET: PR-1431-G Type 1V (Mixed) | - R o . Page 3
MSDS* TDENTLFICATION NO: MS0045X00

SECTION VI - EMERGENCY FIRST ATD PROCEDURES

Eyes: Flush with luke warm water for 15 minutes. If symptoms per515t consult phy31c1an.
Skin: . Mash with soap and water. If symptoms persist, consult a physician.

Inhalation: : : Remove to fresh air. - 1f symptoms are present consult a physician.

Ingestion: . Consult a physician. ' SR ' :

SECTION VIT - SUGGESTED CONTROL PROCEDURES

Ventilation: o Genera] ventilation to ma1nta1n vapor below PEL.

Skin Protection: ~Solvent resistant gloves.
Eye Protection:, Safety glasses.

SECTION VIIT - SPILL UR.LEAKAGE PROCEDURES

Release or Spillage: “ Remove all ignition sources. Scoop into containers. Clean-up residue with
o - 1,1,1 -trichloroethane. o ‘ _
Waste Disposal: EPA Waste No. D-0UU7. Dispose of spillage in compliance with Federal and State
‘ regulations..‘ : o L
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SECTL ON IX = SPECIAL PRECAUTIONS

Wash thoroughly after handling and before smoking or eating.. Avoid ingestion.
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The information provided herein is, to the best of the manufacturer s knowledge, current, accurate and complete, based
on 1nfonmat1on reasonab]y available, :



